
Manufacturers of Quality Timber Joinery 

Specializing in manufacturing: 
 

• French Doors 

• Windows  (Bi-folding, Sliding, Double Hung) 

• Bi-folds 

• Shopfronts 

• Entrance Doors 

• Louvres 

• Sashes 

Phone today for free advice on all your 
joinery requirements. 
 

• Free quotes Auckland wide. 

• Prompt service. 

• Quality products at factory prices. 

• Pre-priming & glazing service. 
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WPJ1           WPJ1A        WPJ2            FIG 5             FIG5A             WPJ9             WPJ10 

WPJ4            WPJ6            WPJ6A           WPJ8          WPJC6           WPJ4A        WPJ2 

One Lite    Two Lite  Three Lite   Four Lite   Six Lite      Eight Lite     Ten Lite      Twelve Lite 

Please feel free to come to us for that door, which is a bit different or  
requires that little extra. 

Entrance Doors 



Internal Doors 

WPJ4                       WPJ7                        WPJ1                        WPJ1B 

Fifteen lite                               Double Cavity Slider                Louver  

Vestible               Vestible 1            ID4                    ID3                   ID4a 
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French Door Combinations  

Please note that it is very important that you “top coat your doors as soon as possible to prevent moisture, 
warpage and any un-necessary movement in the timber  

from not finishing your painting task. 

Colonial with panels                Eight Lite with fixed sidelites            Opening Side-lite 

Bi-folds exterior view                                                                             Interior View 

Sliding Door Set 
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1200  Specials 

Shown below are some amazing prices on two door French doors. We try to carry the below French doors 
in stock for your convenience. Overall sizes are 2030x1200. Door size-1980x585 per door leaf. 

     Three Lite Special                          Four Lite Special                      Eight Lite Special 

$715.00 inc glass                 
$600.00 unglazed                  

$715.00 inc glass 
  $600.00 ex glass               

$770.00 inc glass                       
$660.00 ex glass 

Please note that it is very important that you top coat your doors as soon as possible to prevent moisture, 
warpage  and any un-necessary movement in the timber from not finishing your painting task. 

Standard French doors are based on  the following:- 
 

• 1980 door height 

• A standard Jamb is 140x32mm 

• Preprimed - oil-based primer 

• No exterior facings fitted (Facings Available) 

• All treated, finger-jointed pine profiles 

• Zinc plated hinges 

• Un-glazed (Glazing service available) 
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All prices above include GST and are effective as of January 2012 



Stock Size French Doors 

 1200 and 1600 wide two door French Doors 
 Two Door French Doors below are an  overall size  of  2030x1200 and 2030x1600 

Three Door French Doors below are an overall size of  2030x1825 

Four Door French Doors below are an overall size of 2030x2440 

Standard French doors are based on the following:- 
 

• 1980 door height 

• A standard Jamb is 140x32mm 

• Un-sealed  (Prepriming service available) 

• No exterior facings fitted (Facings Available) 

• All treated, finger-jointed pine profiles 

• Zinc plated hinges 

• Un-glazed (Glazing service available) 

Please note that it is very important that you top coat your doors as soon as possible to prevent moisture,  
warpage and any un-necessary movement in the timber from not finishing your painting task. 

7 Binsted Road, New Lynn, Auckland, New Zealand 
Phone (09) 8276488   Fax: (09) 8278740 

Mobile: 021 904 707  e-mail: westpine@ihug.co.nz 
www.westpine.co.nz 



Bi-folds 

There are many options available for bi-folds, as pictured above. 

To the right is a cross section of “Timba-Fold”  
Bi-folding gear, which is what we mainly use in our  
bi-fold doors. This is a superior top hung system.  
 
Manufactured by “Interlock” 
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Windows 

There is such a huge amount of window variations or styles around that it would be hard to show every  
conceivable window available. Below are just a few options that Westpine can offer you as well as our stock 

Specialty Windows                       Casement  Window                       Bay Window 

Curved Window    Greenhouse          Curved Window                         Corner Window 

Bungalow Window                      Bi-Fold Window                       Double Hung Window 
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Stock Size Casement Hung Windows  

Stock windows are fitted with 90x18mm facings unless otherwise requested, and come standard with 
140x32mm jambs. 

600             1200                  1800                     1800                         2400 

 
 
 
 
 
 
1000  

 
 
 
 

1200 
 
 
 
 

1400 
 
 
 
 
 

1000 
 
 
 

1200 
or  

1400 
 
 

1200 
or 

1400 

Please note that it is very important that you top coat your windows as soon as possible to prevent moisture, 
warpage and any un-necessary movement in the timber from not finishing your painting task. 

H10.6        H10.12               H10.18                 H10.18L                   H10.24 

H12.6        H12.12               H12.18                 H12.18                     H12.24 

CH10.6        CH10.8           CH10.12                CH10.16                  CH10.18 

H14.6        H14.12               H14.18                H14.18L                    H14.24 
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Stock Size Awning Hung Windows  

                    600               800                 1200                      1600                         1800  
 
600 

 
  

800 
 

 
 

1000 

 
 

1200 

 
 
 

1200 Or 1400 

                   A6.6               A6.8                A6.12                     A6.16                         A6.18 

                   A8.6              A8.8                 A8.12                     A8.16                        A8.18 

                  A10.6             A10.8               A10.12                   A10.16                       A10.18 

                  A12.6            A12.8               A12.12                    A12.16                      A12.18 

Please note that it is very important that you top coat your windows as soon as possible to prevent moisture, 
warpage and any un-necessary movement in the timber from not finishing your painting task. 

Stock windows are fitted with 90x18mm facings unless otherwise requested, and come standard with 
140x32mm jambs. 
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Stock Size Colonial Awning Hung Windows  

600               800                 1200                     1600                         1800 

Stock windows are fitted with 90x18mm facings unless otherwise requested, and come standard with 
140x32mm jambs. 

 
 
 

600  
 
 
 

800 
 
 
 
 

1000 
 
 
 
 
 

1200 
 
 
 
 

1200 
Or  

1400 
 
 
 

1000 
or 

1200 
Or 

1400 

Please note that it is very important that you top coat your windows as soon as possible to prevent moisture, 
warpage and any un-necessary movement in the timber from not finishing your painting task. 

CA6.6          CA6.8              CA6.12                  CA6.16                     CA6.18 

CA8.6          CA8.8              CA8.12                  CA8.16                     CA8.18 

CA10.6       CA10.8            CA10.12                CA10.16                   CA10.18 

CA12.6        C12.8              CA12.12                CA12.16                   CA12.18 

Split Sash Windows shown above. 
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